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CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MC100G 1” 3 #2 AWG 31.00 — 1 390 10039

MC125G 1-1/4” 3 #1/0 AWG 50.00 — 1 506 10040

MC150G 1-1/2” 3 #3/0 AWG 93.00 — 1 923 10041

MC200G 2” 3 #300 MCM 143.00 — 1 1327 10042

MC250G 2-1/2” 3 #400 MCM 335.00 — 1 2751 10043

MC300G 3” 3 #700 MCM 475.00 — 1 3618 10044

MC350G 3-1/2” 3 #900 MCM 830.00 — 1 5464 10045

MC400G 4” 3 #1000 MCM 1010.00 — 1 6478 10046

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H NUMBER OF COVER HOLES

MC100G 9.88 2.78 2.36 1.85 6.61 0.93 1.82 2.46 2

MC125G 12.20 3.43 2.44 1.93 7.83 1.14 2.27 3.11 2

MC150G 14.17 3.86 3.15 2.56 9.88 1.34 2.57 3.43 2

MC200G 18.15 4.41 3.15 2.52 13.29 1.63 3.13 3.98 2

MC250G 23.35 5.22 4.65 3.74 13.68 1.81 3.61 4.72 4

MC300G 27.17 6.06 4.72 3.66 21.04 2.20 4.45 5.57 4

MC350G 31.57 7.05 5.72 4.57 24.98 2.50 4.72 6.50 4

MC400G 35.55 7.56 5.72 4.57 29.11 2.76 5.23 7.01 4

MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER, GASKET & ROLLERS
FOR THREADED RIGID CONDUIT AND IMC

TYPE MC100G

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4” - 4”.

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds eight times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER, GASKET & ROLLERS

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MLB100G 1” 3 #2 AWG 31.00 — 1 366 10047

MLB125G 1-1/4” 3 #1/0 AWG 48.00 — 1 476 10048

MLB150G 1-1/2” 3 #3/0 AWG 107.00 — 1 831 10049

MLB200G 2” 3 #300 MCM 145.00 — 1 1224 10050

MLB250G 2-1/2” 3 #400 MCM 210.00 — 1 2104 10055

MLB300G 3” 3 #700 MCM 345.00 — 1 3237 10052

MLB350G 3-1/2” 3 #900 MCM 500.00 — 1 4427 10053

MLB400G 4” 3 #1000 MCM 740.00 — 1 5865 10054

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I DIM J NUMBER OF COVER HOLES

MLB100G 8.90 3.75 2.38 1.87 6.57 0.94 1.88 2.52 1.89 7.87 2

MLB125G 9.65 4.86 2.40 1.89 6.47 1.16 2.70 3.52 2.19 8.48 2

MLB150G 12.95 5.25 3.07 2.40 9.49 1.38 3.09 4.07 2.36 11.63 2

MLB200G 14.65 6.38 3.11 2.52 10.91 1.61 3.46 4.96 2.64 12.94 2

MLB250G 18.22 8.23 5.79 3.60 13.48 2.15 — 4.36 4.69 16.03 6

MLB300G 21.33 10.37 5.79 3.47 16.95 2.75 — 5.27 5.61 18.62 6

MLB350G 24.65 10.97 6.93 4.53 19.94 3.01 — 5.15 6.63 21.55 6

MLB400G 27.67 13.03 7.01 4.57 23.38 3.43 — 6.85 7.05 24.32 6

TYPE MLB100G

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4” - 4”.

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER AND GASKET

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MLL100G 1” 3 #4 AWG 31 - 1 179 10146

MLL125G 1-1/4” 3 #2 AWG 50 - 1 261 10147

MLL150G 1-1/2” 3 #1/0 AWG 93 - 1 459 10148

MLL200G 2” 3 #4/0 AWG 143 - 1 631 10149

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I DIM J NUMBER OF COVER HOLES

MLL100G 8.94 2.80 2.36 1.85 6.61 0.93 1.84 2.48 3.27 7.76 2

MLL125G 11.16 3.44 2.44 1.93 7.60 1.14 2.28 3.13 3.39 9.94 2

MLL150G 13.27 3.88 3.15 2.56 9.68 1.34 2.57 3.46 4.00 11.69 2

MLL200G 17.02 4.43 3.15 2.52 13.09 1.63 3.14 4.02 4.13 15.45 2

TYPE MLL100G

New 
Product

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER AND GASKET

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MLR100G 1” 3 #4 AWG 31 - 1 176 10150

MLR125G 1-1/4” 3 #2 AWG 50 - 1 261 10151

MLR150G 1-1/2” 3 #1/0 AWG 93 - 1 435 10152

MLR200G 2” 3 #4/0 AWG 143 - 1 656 10153

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I DIM J NUMBER OF COVER HOLES

MLR100G 8.94 2.80 2.36 1.85 6.61 0.93 1.84 2.48 3.27 7.76 2

MLR125G 11.16 3.44 2.44 1.93 7.60 1.14 2.28 3.13 3.39 9.94 2

MLR150G 13.27 3.88 3.15 2.56 9.68 1.34 2.57 3.46 4.00 11.69 2

MLR200G 17.02 4.43 3.15 2.52 13.09 1.63 3.14 4.02 4.13 15.45 2

TYPE MLR100G

New 
Product

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER AND GASKET

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MT100G 1” 3 #4 AWG 31 - 1 187 10154

MT125G 1-1/4” 3 #2 AWG 50 - 1 263 10155

MT150G 1-1/2” 3 #1/0 AWG 93 - 1 447 10156

MT200G 2” 3 #4/0 AWG 143 - 1 651 10157

FOR THREADED RIGID CONDUIT AND IMC

TYPE MT100G

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I NUMBER OF COVER HOLES

MT100G 9.88 2.80 2.36 1.85 6.61 0.93 1.84 2.48 3.27 2

MT125G 12.64 3.44 2.44 1.93 7.60 1.14 2.28 3.13 3.39 2

MT150G 14.17 3.88 3.15 2.56 9.68 1.34 2.57 3.46 4.00 2

MT200G 18.15 4.43 3.15 2.52 13.09 1.63 3.14 4.02 4.02 2

New 
Product

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

C Type

C1G 1/2” 5.375 1.313 1.375 N/A 4.50 10 50 98 10158

C2G 3/4” 6.000 1.500 1.688 3 #6 AWG 7.50 10 50 118 10159

C3G 1” 7.063 1.813 1.875 3 #4 AWG 12.50 5 25 170 10160

C4G 1-1/4” 9.000 2.625 2.750 3 #2 AWG 32.30 — 10 309 10161

C5G 1-1/2” 9.000 2.625 2.813 3 #1/0 AWG 35.30 — 10 368 10162

C6G 2” 11.500 3.125 3.313 3 #4/0 AWG 73.00 — 5 553 10163

C7G 2-1/2” 15.000 4.313 3.875 3 #250 MCM 138.00 — 1 1216 10188

C8G 3” 15.125 4.313 4.750 3 #250 MCM 170.00 — 1 1437 10189

C9G 3-1/2” 18.125 4.875 5.625 3 #350 MCM 300.00 — 1 2210 10190

C10G 4” 18.125 4.875 5.625 3 #350 MCM 328.00 — 1 2321 10191

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LB Type

LB1G 1/2” 4.688 1.313 2.063 N/A 4.50 10 50 71 10164

LB2G 3/4” 5.375 1.500 2.250 3 #6 AWG 7.50 10 50 97 10165

LB3G 1” 6.188 1.813 2.625 3 #4 AWG 12.50 5 25 143 10166

LB4G 1-1/4” 8.125 2.625 2.750 3 #2 AWG 32.30 — 10 287 10167

LB5G 1-1/2” 8.125 2.625 2.813 3 #1/0 AWG 35.30 — 10 332 10168

LB6G 2” 10.500 3.125 4.438 3 #4/0 AWG 73.00 — 5 534 10169

LB7G 2-1/2” 13.625 4.313 5.375 3 #350 AWG 138.00 — 1 1105 10192

LB8G 3” 13.875 4.313 5.875 3 #350 AWG 170.00 — 1 1160 10193

LB9G 3-1/2” 16.250 5.625 6.875 3 #500 MCM 300.00 — 1 1989 10194

LB10G 4” 16.625 5.625 7.188 3 #500 MCM 328.00 — 1 2100 10195

TYPE LB1G

TYPE C1G

New 
Product

New 
Product

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 35.

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4”- 4”

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LL Type

LL1G 1/2” 4.688 2.063 1.375 N/A 4.50 10 50 76 10170

LL2G 3/4” 5.375 2.250 1.688 3 #6 AWG 7.50 10 50 95 10171

LL3G 1” 6.188 2.625 1.875 3 #4 AWG 12.50 5 25 138 10172

LL4G 1-1/4” 8.125 2.750 2.750 3 #2 AWG 32.30 — 10 309 10173

LL5G 1-1/2” 8.125 3.500 2.813 3 #1/0 AWG 35.30 — 10 332 10174

LL6G 2” 10.500 4.125 3.313 3 #4/0 AWG 73.00 — 5 497 10175

LL7G 2-1/2” 13.625 4.688 3.875 3 #300 MCM 138.00 — 1 1105 10196

LL8G 3” 13.875 5.875 4.750 3 #350 MCM 170.00 — 1 1437 10197

LL9G 3-1/2” 16.250 6.125 5.625 3 #350 MCM 300.00 — 1 2321 10198

LL10G 4” 16.250 6.938 5.625 3 #350 MCM 328.00 — 1 2431 10199

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LR Type

LR1G 1/2” 4.688 2.063 1.375 N/A 4.50 10 50 71 10176

LR2G 3/4” 5.375 2.250 1.688 3 #6 AWG 7.50 10 50 100 10177

LR3G 1” 6.188 2.625 1.875 3 #4 AWG 12.50 5 25 157 10178

LR4G 1-1/4” 8.125 2.750 2.750 3 #2 AWG 32.30 — 10 332 10179

LR5G 1-1/2” 8.125 2.813 2.813 3 #1/0 AWG 35.30 — 10 345 10180

LR6G 2” 10.500 4.438 3.313 3 #4/0 AWG 73.00 — 5 626 10181

LR7G 2-1/2” 13.625 5.375 3.875 3 #300 MCM 138.00 — 1 1105 10200

LR8G 3” 13.875 5.875 4.750 3 #350 MCM 170.00 — 1 1437 10201

LR9G 3-1/2” 16.250 6.875 5.625 3 #350 MCM 300.00 — 1 2321 10202

LR10G 4” 16.625 7.188 5.625 3 #350 MCM 328.00 — 1 2500 10203

TYPE LL1G

TYPE LR1G

New 
Product

New 
Product

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 36.

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4”- 4”

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

T Type

T1G 1/2” 5.375 2.063 1.313 N/A 6.00 10 50 111 10182

T2G 3/4” 6.000 2.250 1.500 3 #6 AWG 9.50 10 50 137 10183

T3G 1” 7.063 2.625 1.813 3 #4 AWG 15.00 5 25 195 10184

T4G 1-1/4” 9.000 2.750 2.625 3 #2 AWG 33.00 — 10 332 10185

T5G 1-1/2” 9.000 3.500 2.625 3 #1/0 AWG 36.00 — 10 368 10186

T6G 2” 11.500 4.125 3.125 3 #1/0 AWG 75.00 — 5 663 10187

T7G 2-1/2” 15.000 5.688 4.313 3 #4/0 AWG 138.00 — 1 1271 10204

T8G 3” 15.125 5.875 4.313 3 #4/0 AWG 170.00 — 1 1547 10205

T9G 3-1/2” 18.125 6.813 4.875 3 #350 MCM 300.00 — 1 2542 10206

T10G 4” 18.125 7.188 4.875 3 #350 MCM 328.00 — 1 2542 10207

FOR THREADED RIGID CONDUIT AND IMC
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
INSULATED GROUNDING BUSHINGS

CATALOG 
NUMBER TRADE SIZE

GROUNDING LUG 
CAPACITY

DIM A DIM B DIM C UNIT 
PACK

MASTER 
PACK LBS. / 100 PCS. UPC #

Threaded

20BI4LG 1/2” #14 - #4 1.34 1.19 0.61 100 1000 7 10021

21BI4LG 3/4” #14 - #4 1.47 1.45 0.64 50 500 11 10022

22BI4LG 1” #14 - #4 1.63 1.76 0.72 25 250 15 10023

23BI4LG 1-1/4” #14 - #4 1.80 2.10 0.74 25 250 18 10024

24BI4LG 1-1/2” #14 - #4 2.11 2.33 0.80 25 250 23 10025

25BI4LG 2” #14 - #4 2.34 2.79 0.85 25 250 28 10026

26BIOLG 2-1/2” #14 - #2/0 2.84 3.33 1.10 - 10 57 10027

26BI4OLG 2-1/2” #6 - #250MCM 3.47 3.33 1.10 - 10 70 10028

27BIOLG 3” #14 - #2/0 3.11 3.87 1.10 - 10 73 10029

27BI4OLG 3” #6 - #250MCM 3.74 3.87 1.10 - 10 85 10030

28BIOLG 3-1/2” #14 - #2/0 3.38 4.42 1.10 - 10 88 10031

28BI4OLG 3-1/2” #6 - #250MCM 4.02 4.42 1.10 - 10 90 10032

29BIOLG 4” #14 - #2/0 3.62 4.89 1.10 - 10 118 10033

29BI4OLG 4” #6 - #250MCM 4.25 4.89 1.10 - 10 121 10034

30BI4OLG 5” #6 - #250MCM 4.80 6.00 1.13 - 10 165 10036

31BI4OLG 6” #6 - #250MCM 5.46 7.31 1.13 - 10 203 10038

FOR THREADED RIGID CONDUIT AND IMC

TYPE 25BI4LG

New 
Product

APPLICATION

Used with a locknut to terminate threaded rigid and 
IMC conduit to a box or enclosure and to provide a 
smooth pulling surface. Thermoplastic liner prevents 
damage to wire insulation. Liner rated at 150°C.

FEATURES

hh The plastic liner won’t chip, crack, swell or 
shrink. It resists corrosion, chemicals, and 
temperature extremes.

hh Set-screw provided with each fitting locks 
bushing in any desired position.

hh UL Listed for use with Copper or Aluminum 
Grounding Conductors.

STANDARD MATERIALS

Malleable Iron/Open side tin plated aluminum lug.

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

Optional Lug: Available with copper lug; use suffix C 
instead of L. Example 21BI4CG.

UL LISTED
E93683

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 57.
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
WATERTIGHT CONDUIT HUBS
FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

CHM50G 1/2” 0.813 0.625 1.500 25 250 18 70910

CHM75G 3/4” 0.938 0.625 1.813 25 250 25 70911

CHM100G 1” 1.063 0.750 2.063 10 100 39 70912

CHM125G 1-1/4” 1.250 0.750 2.625 5 25 54 70913

CHM150G 1-1/2” 1.250 0.813 3.125 2 20 64 70914

CHM200G 2” 1.250 0.813 3.563 2 20 98 70915

CHM250G 2-1/2” 1.625 1.188 4.125 - 10 196 70916

CHM300G 3” 1.750 1.250 4.938 - 5 282 70917

CHM350G 3-1/2” 1.813 1.313 5.750 - 5 351 70918

CHM400G 4” 1.938 1.375 6.188 - 5 395 70919

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

1022G 1/2” 1.38 1.36 1.36 20 200 26 10009

1023G 3/4” 1.63 1.58 1.58 10 100 37 10210

1024G 1” 1.81 1.89 1.89 - 20 55 10011

1025G 1-1/4” 2.19 2.38 2.38 - 20 111 10012

1026G 1-1/2” 2.31 2.83 2.83 - 10 172 10013

1027G 2” 2.44 3.29 3.29 - 10 203 10014

1028G 2-1/2” 3.19 4.08 4.08 2 10 327 10015

1029G 3” 3.31 4.67 4.67 2 10 442 10016

1030G 3-1/2” 3.50 5.07 5.07 1 5 608 10017

1031G 4” 3.75 5.75 5.75 1 5 718 10018

1005G 5” 3.69 6.88 7.50 - 1 1050 10019

1006G 6” 4.31 8.00 8.00 - 1 1250 10020

MALLEABLE IRON/HOT DIPPED GALVANIZED 
3-PIECE COUPLINGS

TYPE 1023G

TYPE CHM50G

New 
Product

New 
Product

APPLICATION

General Purpose Fitting.
Insulated Throat form with Bonding Screw.

FEATURES
hh Male thread type

hh Tapered female thread for rigid conduit and IMC

hh Recessed O-ring seal assures watertight and 
dust tight connections.

hh Insulated throat and bonding locknut is suitable 
for service entrance application.

hh Suitable for use in hazardous locations as 
follows: Class I, Div. 2 Class II, Div. I, 2 Class III, 
Div. I, 2 Per NEC 501-4 (b), 502-4 (a), 503-3 (a)

MATERIAL/FINISH

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

OPTIONAL FINISH
For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 72.

UL LISTED
E198258

APPLICATION

Used to join two lengths of threaded conduit.

FEATURES

hh Threaded (NPS) for rigid conduit and IMC

hh Concrete tight

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 76.

UL LISTED
E198258
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MALLEABLE IRON/MECHANICAL GALVANIZED 
STRAIGHT LIQUIDTIGHT CONNECTORS
FOR LIQUIDTIGHT FLEXIBLE METALLIC CONDUIT

CATALOG 
NUMBER

TRADE 
SIZE

KO SIZE I.D. O.D. DIM A DIM B DIM C UNIT 
PACK

MASTER 
PACK

LBS. / 
100 PCS.

UPC #

SLT27TMG 1/2” 1/2” 0.590 0.793 1.250 0.500 1.280 25 250 18 16305

SLT28TMG 3/4” 3/4” 0.785 1.020 1.280 0.520 1.550 10 100 29 16310

SLT29TMG 1” 1” 0.980 1.261 1.430 0.650 1.800 5 50 40 16315

SLT30TMG 1-1/4” 1-1/4” 1.330 1.605 1.500 0.660 2.250 5 50 56 16320

SLT31TMG 1-1/2” 1-1/2” 1.530 1.844 1.610 0.730 2.440 10 50 71 16325

SLT32TMG 2” 2” 1.995 2.337 1.760 0.750 2.970 5 25 100 16330

SLT33TMG 2-1/2” 2-1/2” 2.341 2.797 2.180 1.010 4.010 1 10 367 16335

SLT34TMG 3” 3” 2.939 3.418 2.500 1.150 4.180 1 10 461 16340

SLT60TMG 3-1/2” 3-1/2” 3.406 3.915 2.610 1.180 5.250 1 10 675 16345

SLT61TMG 4” 4” 3.882 4.411 2.740 1.250 5.780 1 5 797 16350

*SLT62TG 5” 5” 391.77 460.78 3.125 1.500 6.063 - 1 1047 16355

*SLT63TG 6” 6” 484.65 570.18 3.375 1.563 7.500 - 1 1381 16360

All Furnished with Insulated Throats

TYPE SLT27TMG

New 
Product

*Hot Dipped Galvanized

APPLICATION

To secure, ground and seal Liquidtight Flexible Metal 
conduit, to boxes and enclosures

FEATURES

hh Tapered threaded male hub NPT

hh Compact, slim diameter with small turning radius

hh Furnished with an insulated throat with steel 
locknut and sealing ring

hh Liquidtight/Raintight/Oiltight

hh Suitable for wet locations

hh Long ferrule prevents pullout and tight bend 
conduit “pop-out”

hh UL Listed liquidtight flexible metal conduit fittings 
are suitable for use in the following Hazardous 
Locations under NEC 501-4(b), 502-4(a)(2); Class 
I, Div.2; Class II, Div. 1 and 2; and Class III, Div. 1 
and 2 and are suitable for grounding in sizes 3/8” 
through 1-1/2” under NEC 35I-I

STANDARD MATERIALS

Malleable Iron/Steel Ferrule

STANDARD FINISH

Sizes 1/2” - 4” - Mechanical Galvanized
Sizes 5” & 6” - Hot Dipped Galvanized

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘MG’ from Mechanical Galvanized Catalog 
Number and see page 124.

UL LISTED
E198258
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TYPE SLT35TMG

MALLEABLE IRON/MECHANICAL GALVANIZED 
90° LIQUIDTIGHT CONNECTORS
FOR LIQUIDTIGHT FLEXIBLE METALLIC CONDUIT

All Furnished with Insulated Throats
CATALOG 
NUMBER

TRADE 
SIZE

KO SIZE I.D. O.D. DIM A DIM B DIM C DIM D UNIT 
PACK

MASTER 
PACK

LBS. / 
100 PCS.

UPC #

SLT35TMG 1/2” 1/2” 0.590 0.793 1.43 0.50 1.28 1.37 10 100 31 16405

SLT36TMG 3/4” 3/4” 0.785 1.020 1.62 0.52 1.55 1.50 10 100 46 16410

SLT37TMG 1” 1” 0.980 1.261 1.93 0.65 1.80 1.81 5 50 77 16415

SLT38TMG 1-1/4” 1-1/4” 1.330 1.605 2.37 0.66 2.25 1.94 - 10 98 16420

SLT39TMG 1-1/2” 1-1/2” 1.530 1.844 2.68 0.73 2.44 2.40 - 10 124 16425

SLT40TMG 2” 2” 1.995 2.337 3.18 0.75 2.97 2.64 - 5 179 16430

*SLT65TG 2-1/2” 2-1/2” 2.341 2.797 8.31 1.01 4.01 7.81 - 1 847 16435

*SLT66TG 3” 3” 2.939 3.418 9.80 1.15 4.18 9.15 - 1 1243 16440

*SLT67TG 3-1/2” 3-1/2” 3.406 3.915 11.18 1.18 5.25 11.22 - 1 1914 16445

*SLT68TG 4” 4” 3.882 4.411 12.98 1.25 5.78 12.54 - 1 2399 16450

New 
Product

*Hot Dipped Galvanized

APPLICATION

To secure, ground seal Liquidtight Flexible Metal 
conduit, to boxes and enclosures

FEATURES

hh Tapered threaded male hub NPT

hh Compact, slim diameter with small turning radius

hh Furnished with an insulated throat with steel 
locknut and sealing ring

hh Liquidtight/Raintight/Oiltight

hh Suitable for wet locations

hh Long ferrule prevents pullout and tight bend 
conduit “pop-out”

hh UL Listed liquidtight flexible metal conduit fittings 
are suitable for use in the following Hazardous 
Locations under NEC 501-4(b), 502-4(a)(2); Class 
I, Div.2; Class II, Div. 1 and 2; and Class III, Div. 1 
and 2 and are suitable for grounding in sizes 3/8” 
through 1-1/2” under NEC 35I-I

STANDARD MATERIALS

Malleable Iron/Steel Ferrule

STANDARD FINISH

Sizes 1/2” - 2” - Mechanical Galvanized
Sizes 2 1/2” - 4” - Hot Dipped Galvanized

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘MG’ from Mechanical Galvanized Catalog 
Number and see page 125.

UL LISTED
E198258
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MALLEABLE IRON/MECHANICAL GALVANIZED 
45° LIQUIDTIGHT CONNECTORS
FOR LIQUIDTIGHT FLEXIBLE METALLIC CONDUIT

CATALOG NUMBER
TRADE 

SIZE
KO SIZE I.D. O.D. DIM A DIM B DIM C DIM D UNIT 

PACK
MASTER 

PACK
LBS. / 

100 PCS.
UPC #

SLT35-45TMG 1/2” 1/2” 0.590 0.793 1.25 0.50 1.28 1.51 10 100 29 16407

SLT36-45TMG 3/4” 3/4” 0.785 1.020 1.28 0.52 1.55 1.54 10 100 42 16412

SLT37-45TMG 1” 1” 0.980 1.261 1.43 0.65 1.80 1.81 5 50 66 16417

SLT38-45TMG 1-1/4” 1-1/4” 1.330 1.605 1.50 0.66 2.25 2.16 - 10 90 16422

SLT39-45TMG 1-1/2” 1-1/2” 1.530 1.844 1.61 0.73 2.44 2.43 - 10 112 16427

SLT40-45TMG 2” 2” 1.995 2.337 1.76 0.75 2.97 2.82 - 5 179 16432

*SLT65-45TG 2-1/2” 2-1/2” 2.341 2.797 2.18 1.01 4.01 4.41 - 1 582 16437

*SLT66-45TG 3” 3” 2.939 3.418 2.50 1.15 4.18 5.50 - 1 869 16442

*SLT67-45TG 3-1/2” 3-1/2” 3.406 3.915 2.61 1.18 5.25 5.93 - 1 1296 16447

*SLT68-45TG 4” 4” 3.882 4.411 2.74 1.25 5.78 8.34 - 1 1539 16452

All Furnished with Insulated Throats

TYPE SLT35-45TMG

New 
Product

*Hot Dipped Galvanized

APPLICATION

To secure, ground and seal Liquidtight Flexible Metal 
conduit to boxes and enclosures.

FEATURES

hh Tapered threaded male hub NPT

hh Compact, slim diameter with small turning radius

hh Furnished with an insulated throat with steel 
locknut and sealing ring

hh Liquidtight/Raintight/Oiltight

hh Suitable for wet locations

hh Long ferrule prevents pullout and tight bend 
conduit “pop-out”

hh UL Listed liquidtight flexible metal conduit fittings 
are suitable for use in the following Hazardous 
Locations under NEC 501-4(b), 502-4(a)(2); Class 
I, Div.2; Class II, Div. 1 and 2; and Class III, Div. 1 
and 2 and are suitable for grounding in sizes 3/8” 
through 1-1/2” under NEC 35I-I

STANDARD MATERIALS

Malleable Iron/Steel Ferrule

STANDARD FINISH

Sizes 1/2” - 2” - Mechanical Galvanized
Sizes 2 1/2” - 4” - Hot Dipped Galvanized

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘MG’ from Mechanical Galvanized Catalog 
Number and see page 126.

UL LISTED
E198258
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TYPE SLT27CLTMG

MALLEABLE IRON/MECHANICAL GALVANIZED 
STRAIGHT LIQUIDTIGHT CONNECTORS
WITH COPPER LUGS FOR LIQUIDTIGHT FLEXIBLE  
METALLIC CONDUIT

CATALOG NUMBER
TRADE 

SIZE
LUG SIZE I.D. O.D. DIM A DIM B DIM C DIM D UNIT 

PACK
MASTER 

PACK
LBS. / 

100 PCS.
UPC #

SLT27CLTMG 1/2” #4-#14 0.590 0.793 1.25 0.50 1.28 0.75 25 250 20 50503

SLT28CLTMG 3/4” #4-#14 0.785 1.020 1.28 0.52 1.55 0.75 10 100 31 50506

SLT29CLTMG 1” #4-#14 0.980 1.261 1.43 0.65 1.80 0.75 5 50 42 50509

SLT30CLTMG 1-1/4” #4-#14 1.330 1.605 1.50 0.66 2.25 0.75 5 50 57 50512

SLT31CLTMG 1-1/2” #4-#14 1.530 1.844 1.61 0.73 2.44 0.75 10 50 73 50515

SLT32CLTMG 2” #4-#14 1.995 2.337 1.76 0.75 2.97 0.75 5 25 101 50518

SLT33CLTMG 2-1/2” #1/0-#8 2.341 2.797 2.18 1.01 4.01 1.13 1 10 373 50521

SLT34CLTMG 3” #1/0-#8 2.939 3.418 2.50 1.15 4.18 1.13 1 10 465 50524

SLT60CLTMG 3-1/2” #3/0-#6 3.406 3.915 2.61 1.18 5.25 1.50 1 10 686 50527

SLT61CLTMG 4” #3/0-#6 3.882 4.411 2.74 1.25 5.78 1.50 1 5 807 50530

*SLT62CLTG 5” #6-#250 
MCM 391.77 460.78 3.13 1.50 6.06 1.69 - 1 1058 50531

*SLT63CLTG 6” #6-#250 
MCM 484.65 570.18 3.13 1.56 7.50 1.69 - 1 1395 50532

All Furnished with Insulated Throats

New 
Product

*Hot Dipped Galvanized

APPLICATION

Connects conduit and terminates bonding 
conductor run externally across liquidtight conduit.

FEATURES

hh Tapered threaded male hub NPT

hh Compact, slim diameter with small turning radius

hh Furnished with Insulated throat, steel locknut, 
and sealing ring

hh Liquidtight/Raintight/Oiltight

hh Suitable for grounding & wet locations

hh Long ferrule prevents pullout and tight bend 
conduit ‘pop-out’

hh UL Listed liquidtight flexible metal conduit fittings 
are suitable for use in the following Hazardous 
Locations under NEC 501-4(b), 502-4(a)(2); Class 
I, Div.2; Class II, Div. 1 and 2; and Class III, Div. 1 
and 2 and are suitable for grounding in sizes 3/8” 
through 1-1/2” under NEC 35I-I

STANDARD MATERIALS

Malleable Iron/Steel Ferrule/Copper Grounding Lug

STANDARD FINISH

Sizes 1/2” - 4” - Mechanical Galvanized
Sizes 5” & 6” - Hot Dipped Galvanized

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘MG’ from Mechanical Galvanized Catalog 
Number and see page 130.

UL LISTED
E93683
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TYPE SLT35CLTMG

MALLEABLE IRON/MECHANICAL GALVANIZED 
90° LIQUIDTIGHT CONNECTORS
WITH COPPER LUGS FOR LIQUIDTIGHT FLEXIBLE  
METALLIC CONDUIT

CATALOG 
NUMBER

TRADE 
SIZE

LUG SIZE I.D. O.D. DIM A DIM B DIM C DIM D DIM E UNIT 
PACK

MASTER 
PACK

LBS. / 
100 PCS.

UPC #

SLT35CLTMG 1/2” #4-#14 0.590 0.793 1.43 0.50 1.28 1.37 0.75 10 100 20 16405

SLT36CLTMG 3/4” #4-#14 0.785 1.020 1.62 0.52 1.55 1.50 0.75 10 100 31 16410

SLT37CLTMG 1” #4-#14 0.980 1.261 1.93 0.65 1.80 1.81 0.75 5 50 42 16415

SLT38CLTMG 1-1/4” #4-#14 1.330 1.605 2.37 0.66 2.25 1.94 0.75 - 10 57 16420

SLT39CLTMG 1-1/2” #4-#14 1.530 1.844 2.68 0.73 2.44 2.40 0.75 - 10 73 16425

SLT40CLTMG 2” #4-#14 1.995 2.337 3.18 0.75 2.97 2.64 0.75 - 5 101 16430

*SLT65CLTG 2-1/2” #1/0-#8 2.341 2.797 8.31 1.01 4.01 7.81 1.13 - 1 373 16435

*SLT66CLTG 3” #1/0-#8 2.939 3.418 9.80 1.15 4.18 9.15 1.13 - 1 465 16440

*SLT67CLTG 3-1/2” #3/0-#6 3.406 3.915 11.18 1.18 5.25 11.22 1.50 - 1 686 16445

*SLT68CLTG 4” #3/0-#6 3.882 4.411 12.93 1.25 5.78 12.54 1.50 - 1 807 16450

All Furnished with Insulated Throats

New 
Product

*Hot Dipped Galvanized

APPLICATION

Connects conduit and terminates bonding 
conductor run externally across liquidtight conduit.

FEATURES

hh Tapered threaded male hub NPT

hh Compact, slim diameter with small turning radius

hh Furnished with Insulated throat, steel locknut, 
and sealing ring

hh Liquidtight/Raintight/Oiltight

hh Suitable for grounding and wet locations

hh Long ferrule prevents pullout and tight bend 
conduit ‘pop-out’

hh UL Listed liquidtight flexible metal conduit fittings 
are suitable for use in the following Hazardous 
Locations under NEC 501-4(b), 502-4(a)(2); Class 
I, Div.2; Class II, Div. 1 and 2; and Class III, Div. 1 
and 2 and are suitable for grounding in sizes 3/8” 
through 1-1/2” under NEC 35I-I

STANDARD MATERIALS

Malleable Iron/Steel Ferrule/Copper Grounding Lug

STANDARD FINISH

Sizes 1/2” - 2” - Mechanical Galvanized
Sizes 2 1/2” - 4” - Hot Dipped Galvanized

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘MG’ from Mechanical Galvanized Catalog 
Number and see page 131.

UL LISTED
E93683
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TYPE SLT35-45CLTMG

MALLEABLE IRON/MECHANICAL GALVANIZED 
45° LIQUIDTIGHT CONNECTORS
WITH COPPER LUGS FOR LIQUIDTIGHT FLEXIBLE  
METALLIC CONDUIT

CATALOG NUMBER
TRADE 

SIZE
LUG SIZE I.D. O.D. DIM A DIM B DIM C DIM D DIM E UNIT 

PACK
MASTER 

PACK
LBS. / 

100 PCS.
UPC #

SLT35-45CLTMG 1/2” #4-#14 0.590 0.793 1.64 0.50 1.28 1.51 0.75 10 100 20 50569

SLT36-45CLTMG 3/4” #4-#14 0.785 1.020 1.68 0.52 1.55 1.54 0.75 10 100 31 50572

SLT37-45CLTMG 1” #4-#14 0.980 1.261 2.16 0.65 1.80 1.81 0.75 5 50 42 50575

SLT38-45CLTMG 1-1/4” #4-#14 1.330 1.605 2.50 0.66 2.25 2.16 0.75 - 10 57 50578

SLT39-45CLTMG 1-1/2” #4-#14 1.530 1.844 3.10 0.73 2.44 2.43 0.75 - 10 73 50581

SLT40-45CLTMG 2” #4-#14 1.995 2.337 3.28 0.75 2.97 2.82 0.75 - 5 101 50584

*SLT65-45CLTG 2-1/2” #1/0-#8 2.341 2.797 6.67 1.01 4.01 4.41 1.13 - 1 373 50587

*SLT66-45CLTG 3” #1/0-#8 2.939 3.418 8.01 1.15 4.18 5.50 1.13 - 1 465 50590

*SLT67-45CLTG 3-1/2” #3/0-#6 3.406 3.915 9.55 1.18 5.25 5.93 1.50 - 1 686 50593

*SLT68-45CLTG 4” #3/0-#6 3.882 4.411 10.64 1.25 5.78 8.34 1.50 - 1 807 50596

All Furnished with Insulated Throats

New 
Product

*Hot Dipped Galvanized

APPLICATION

Connects conduit and terminates bonding 
conductor run externally across liquidtight conduit.

FEATURES

hh Tapered threaded male hub NPT

hh Compact, slim diameter with small turning radius

hh Furnished with Insulated throat, steel locknut, 
and sealing ring

hh Liquidtight/Raintight/Oiltight

hh Suitable for grounding

hh Long ferrule prevents pull-out and tight bend 
conduit “pop-out”

hh UL Listed liquidtight flexible metal conduit fittings 
are suitable for use in the following Hazardous 
Locations under NEC 501-4(b), 502-4(a)(2); Class 
I, Div.2; Class II, Div. 1 and 2; and Class III, Div. 1 
and 2 and are suitable for grounding in sizes 3/8” 
through 1-1/2” under NEC 35I-I.

STANDARD MATERIALS

Malleable Iron/Steel Ferrule/Copper Grounding Lug

STANDARD FINISH

Sizes 1/2” - 2” - Mechanical Galvanized
Sizes 2 1/2” - 4” - Hot Dipped Galvanized

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘MG’ from Mechanical Galvanized Catalog 
Number and see page 132.

UL LISTED
E93683
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
ONE-HOLE STRAPS
FOR THREADED RIGID CONDUIT AND IMC

TYPE 133G
CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

132G 1/2” 1.437 0.625 0.312 100 1000 6 70200

133G 3/4” 1.750 0.750 0.312 100 1000 8 70201

134G 1” 2.125 0.937 0.312 50 500 9 70202

135G 1-1/4” 2.375 1.062 0.437 - 100 22 70203

136G 1-1/2” 2.750 1.062 0.500 - 50 32 70204

137G 2” 3.937 1.250 0.562 - 50 44 70205

138G 2-1/2” 3.937 1.250 0.562 - 25 66 70206

139G 3” 5.187 1.750 0.562 - 10 159 70207

141G 3-1/2” 5.562 2.125 0.750 - 10 185 70208

148G 4” 6.500 2.250 0.750 - 10 221 70209

150G 5” 10.040 2.750 0.750 - 5 369 70210

152G 6” 12.500 3.130 0.750 - 5 631 70211

MALLEABLE IRON/HOT DIPPED GALVANIZED 
CLAMP BACK SPACERS
FOR THREADED RIGID CONDUIT AND IMC

TYPE 901G
CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C DIM D UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

900G 1/2” 2.000 1.000 0.500 0.313 100 1000 8 70212

901G 3/4” 2.300 1.060 0.500 0.313 100 500 12 70213

902G 1” 2.320 1.250 0.560 0.375 50 500 16 70214

903G 1-1/4” 3.430 1.870 0.750 0.438 50 250 22 70215

904G 1-1/2” 3.810 1.870 0.810 0.438 - 25 35 70216

905G 2” 4.750 1.920 1.000 0.563 - 25 51 70217

906G 2-1/2” 5.750 2.410 1.000 0.563 - 25 81 70218

907G 3” 6.780 2.620 1.000 0.563 - 25 83 70219

908G 3-1/2” 7.120 2.870 1.060 0.750 - 20 148 70220

909G 4” 8.830 3.060 1.060 0.750 - 10 199 70221

910G 5” 10.125 3.750 1.188 0.750 - 10 344 70222

911G 6” 12.188 4.000 1.500 0.750 - 10 419 70223

New 
Product

New 
Product

APPLICATION

Click-on type one-hole straps for rigid conduit or 
IMC. Provides support for the conduits, as required 
by the National Electrical Code.

FEATURES

hh Heavy Duty Casting

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated 

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 86.

UL LISTED
E198338

APPLICATION

Provides space between conduit and mounting 
surface, for use with malleable iron or aluminum 
straps.

FEATURES

hh Heavy Duty Casting

hh Can be used with one hole straps.

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated 

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 86.

UL LISTED
E198338
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
CABLE SUPPORTS-BODY ONLY
FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

CSB-200 2” 2.375 2.625 2”-8 NPSM 1 10 175 50035

CSB-250 2-1/2” 2.520  3.610 2 1/2”-8 NPSM 1 10 225 50036

CSB-300 3”  2.750 4.290 3”-8 NPSM 1 10 282 50037

CSB-350 3-1/2” 3.100 4.960 3 1/2”-8 NPSM 1 5 335 50038

CSB-400 4” 3.100 5.520 4”-8 NPSM 1 5 470 50049

TYPE CSB-200

New 
ProductAPPLICATION

For supporting non-armored electrical cables in 
vertical conduit risers

FEATURES

hh Threaded for Rigid Conduit and IMC

hh The fastest and easiest type cable support to 
install

hh Equipped with tapered phenolic bushing

STANDARD MATERIAL

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized

UL LISTED
E198258
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FS AND FD DEVICE BOXES - SINGLE GANG

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FS-50 1/2” 5.250 2.938 2.125 1 5 221 90116

FS-75 3/4” 5.250 2.938 2.125 1 5 233 90117

FS-100 1” 5.250 2.938 2.125 1 5 242 90118

FD-50 1/2” 5.250 3.000 2.875 1 5 272 90119

FD-75 3/4” 5.250 3.000 2.875 1 5 278 90120

FD-100 1” 5.250 3.000 2.875 1 5 283 90121

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSC-50 1/2” 6.063 2.938 2.125 1 5 234 90122

FSC-75 3/4” 6.063 2.938 2.125 1 5 240 90123

FSC-100 1” 6.063 2.938 2.125 1 5 250 90124

FDC-50 1/2” 6.063 3.000 2.875 1 5 293 90125

FDC-75 3/4” 6.063 3.000 2.875 1 5 305 90126

FDC-100 1” 6.063 3.000 2.875 1 5 313 90127

TYPE FSC-50

TYPE FD-50

APPLICATION

Accommodates wiring devices and provides 
opening to splice, tap or pull conductors.

FEATURES

hh Tapered threaded hubs (NPT) with integral 
bushing

hh Internal grounding screw

hh Suitable for use in wet locations when used with 
gasketed covers

hh Surface mounting lugs

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Zinc Plated

OPTIONAL FINISH

For additional corrosion protection, specify Hot 
Dipped Galvanized. Add suffix ‘G’ to Malleable 
Iron catalog number. Example FD-50G. Please call 
factory for pricing and availability.

UL LISTED
E198259
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FS AND FD DEVICE BOX COVERS  
- SINGLE GANG

GASKET / BLANK

CATALOG 
NUMBER TYPE UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSFDCS1 Blank 5 50 18 10110

FSFDCS2 Toggle Switch 5 50 17 10111

FSFDCS3 Duplex Receptacle 5 50 14 10112

FSFDCS4 Ground Fault Interrupter (GFI) 5 50 13 10113

BLANK TOGGLE DUPLEX

TOGGLE DUPLEX
GROUND FAULT

INTERRUPTER (GFI)

CATALOG 
NUMBER TYPE UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSFDCM1 Blank 5 50 56 10114

FSFDCM2 Toggle Switch 5 50 63 10115

FSFDCM3 Duplex Receptacle 5 50 54 10116

CATALOG 
NUMBER TYPE UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSFDCG Gasket 10 100 3 10117

FEATURES

hh Blank cover with gasket for enclosing splices 
and taps where device is not used

hh For square handle general use snap or toggle 
switchesguarded

hh For standard and 3-pole, 2 wire grounding type 
duplex convenience receptacles

hh Each cover individually bagged and supplied 
with screws

STANDARD MATERIALS

Steel

STANDARD FINISH

Zinc Plated

UL LISTED
E198259

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Zinc Plated

STANDARD MATERIALS

Neoprene Gasket

OPTIONAL FINISH

For additional corrosion protection, specify Hot 
Dipped Galvanized. Add suffix ‘G’ to Malleable Iron 
catalog number. Example FSFDCM1G. Please call 
factory for pricing and availability.

UL LISTED
E198259
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FS AND FD DEVICE BOXES - DOUBLE GANG

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FS2-50 1/2” 5.125 5.625 2.063 1 10 297 54006

FS2-75 3/4” 5.125 5.625 2.063 1 10 300 54007

FS2-100 1” 5.125 5.625 2.063 1 10 317 54008

FD2-50 1/2” 5.125 5.625 2.875 1 10 369 54000

FD2-75 3/4” 5.125 5.625 2.875 1 10 375 54001

FD2-100 1” 5.125 5.625 2.875 1 10 376 54002

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSC2-50 1/2” 5.938 5.625 2.063 1 10 302 54009

FSC2-75 3/4” 5.938 5.625 2.063 1 10 315 54010

FSC2-100 1” 5.938 5.625 2.063 1 10 335 54011

FDC2-50 1/2” 5.938 5.625 2.875 1 10 405 54003

FDC2-75 3/4” 5.938 5.625 2.875 1 10 415 54004

FDC2-100 1” 5.938 5.625 2.875 1 10 418 54005

TYPE FD2-50

TYPE FSC2-50

New 
Product

New 
Product

APPLICATION

Accommodates wiring devices and provides 
opening to splice, tap or pull conductors.

FEATURES

hh Tapered threads (NPT) with integral bushings

hh 2 grounding screws located on top and bottom 
for easy access

hh Suitable for use in wet locations when used with 
FSFD2-CS1 and FSFD-CG

hh Gray Iron is suitable for concrete use

STANDARD MATERIALS

Gray Iron

STANDARD FINISH

Zinc Plated

UL LISTED
E198259

OPTIONAL FINISH

Also available in Hot Dipped Galvanized finish upon 
request. Add suffix ‘G’ to Gray Iron catalog number. 
Example: FD2-50G. Please call factory for pricing 
and availability.
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FOR THREADED RIGID CONDUIT AND IMC

FS AND FD DEVICE BOX COVERS  
- DOUBLE GANG

BLANK

GFI RECEPTACLE

CATALOG 
NUMBER TYPE UNIT PACK MASTER 

PACK
LBS. / 

100 PCS. UPC #

FSFD2-CS1 Blank - 5 40 50415

FSFD2-CS2 Unguarded Square Handle Switch - 10 37 50418

FSFD2-CS3 Duplex Receptacle - 10 30 50416

FSFD2-CS4 GFI Receptacle - 5 26 50417

FSFD2-CS5 Unguarded Square Handle Switch/ Duplex Receptacle - 10 33 50420

FSFD2-CS6 Unguarded Square Handle Switch/ Round Receptacle - 10 35 50419

BLANK
GUARDED SQUARE 
HANDLE SWITCH GASKET

UNGUARDED SQUARE 
HANDLE SWITCH

UNGUARDED SQUARE 
HANDLE SWITCH / 

DUPLEX RECEPTACLE

DUPLEX 
RECEPTACLE

UNGUARDED SQUARE 
HANDLE SWITCH / ROUND 

RECEPTACLE

CATALOG 
NUMBER TYPE UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSFD2-CM1 Blank 1 10 89 54013

FSFD2-CM2 Guarded Square Handle Switch 1 10 94 54014

CATALOG 
NUMBER TYPE UNIT PACK MASTER 

PACK LBS. / 100 PCS. UPC #

FSFD2-CG Gasket - 20 4 54012

New 
Product

New 
Product

FEATURES

hh Each cover comes with captive screws

hh FSFD-CS1- Raintight if used with FSFD2-CG

STANDARD MATERIALS

Steel

STANDARD FINISH

Zinc Plated

FEATURES

hh Each cover comes with captive screws

hh FSFD-CM1- Raintight if used with FSFD2-CG

STANDARD MATERIALS

Gray Iron

STANDARD FINISH

Zinc Plated

OPTIONAL FINISH

Also available in Hot Dipped Galvanized finish upon 
request. Add suffix ‘G’ to Gray Iron catalog number. 
Example: FSFD-CM1G. Please call factory for 
pricing and availability.

UL LISTED
E198259

UL LISTED
E198259

STANDARD MATERIALS

Neoprene Rubber
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CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MC100G 1” 3 #2 AWG 31.00 — 1 390 10039

MC125G 1-1/4” 3 #1/0 AWG 50.00 — 1 506 10040

MC150G 1-1/2” 3 #3/0 AWG 93.00 — 1 923 10041

MC200G 2” 3 #300 MCM 143.00 — 1 1327 10042

MC250G 2-1/2” 3 #400 MCM 335.00 — 1 2751 10043

MC300G 3” 3 #700 MCM 475.00 — 1 3618 10044

MC350G 3-1/2” 3 #900 MCM 830.00 — 1 5464 10045

MC400G 4” 3 #1000 MCM 1010.00 — 1 6478 10046

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H NUMBER OF COVER HOLES

MC100G 9.88 2.78 2.36 1.85 6.61 0.93 1.82 2.46 2

MC125G 12.20 3.43 2.44 1.93 7.83 1.14 2.27 3.11 2

MC150G 14.17 3.86 3.15 2.56 9.88 1.34 2.57 3.43 2

MC200G 18.15 4.41 3.15 2.52 13.29 1.63 3.13 3.98 2

MC250G 23.35 5.22 4.65 3.74 13.68 1.81 3.61 4.72 4

MC300G 27.17 6.06 4.72 3.66 21.04 2.20 4.45 5.57 4

MC350G 31.57 7.05 5.72 4.57 24.98 2.50 4.72 6.50 4

MC400G 35.55 7.56 5.72 4.57 29.11 2.76 5.23 7.01 4

MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER, GASKET & ROLLERS
FOR THREADED RIGID CONDUIT AND IMC

TYPE MC100G

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4” - 4”.

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds eight times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER, GASKET & ROLLERS

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MLB100G 1” 3 #2 AWG 31.00 — 1 366 10047

MLB125G 1-1/4” 3 #1/0 AWG 48.00 — 1 476 10048

MLB150G 1-1/2” 3 #3/0 AWG 107.00 — 1 831 10049

MLB200G 2” 3 #300 MCM 145.00 — 1 1224 10050

MLB250G 2-1/2” 3 #400 MCM 210.00 — 1 2104 10055

MLB300G 3” 3 #700 MCM 345.00 — 1 3237 10052

MLB350G 3-1/2” 3 #900 MCM 500.00 — 1 4427 10053

MLB400G 4” 3 #1000 MCM 740.00 — 1 5865 10054

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I DIM J NUMBER OF COVER HOLES

MLB100G 8.90 3.75 2.38 1.87 6.57 0.94 1.88 2.52 1.89 7.87 2

MLB125G 9.65 4.86 2.40 1.89 6.47 1.16 2.70 3.52 2.19 8.48 2

MLB150G 12.95 5.25 3.07 2.40 9.49 1.38 3.09 4.07 2.36 11.63 2

MLB200G 14.65 6.38 3.11 2.52 10.91 1.61 3.46 4.96 2.64 12.94 2

MLB250G 18.22 8.23 5.79 3.60 13.48 2.15 — 4.36 4.69 16.03 6

MLB300G 21.33 10.37 5.79 3.47 16.95 2.75 — 5.27 5.61 18.62 6

MLB350G 24.65 10.97 6.93 4.53 19.94 3.01 — 5.15 6.63 21.55 6

MLB400G 27.67 13.03 7.01 4.57 23.38 3.43 — 6.85 7.05 24.32 6

TYPE MLB100G

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4” - 4”.

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER AND GASKET

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MLL100G 1” 3 #4 AWG 31 - 1 179 10146

MLL125G 1-1/4” 3 #2 AWG 50 - 1 261 10147

MLL150G 1-1/2” 3 #1/0 AWG 93 - 1 459 10148

MLL200G 2” 3 #4/0 AWG 143 - 1 631 10149

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I DIM J NUMBER OF COVER HOLES

MLL100G 8.94 2.80 2.36 1.85 6.61 0.93 1.84 2.48 3.27 7.76 2

MLL125G 11.16 3.44 2.44 1.93 7.60 1.14 2.28 3.13 3.39 9.94 2

MLL150G 13.27 3.88 3.15 2.56 9.68 1.34 2.57 3.46 4.00 11.69 2

MLL200G 17.02 4.43 3.15 2.52 13.09 1.63 3.14 4.02 4.13 15.45 2

TYPE MLL100G

New 
Product

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER AND GASKET

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MLR100G 1” 3 #4 AWG 31 - 1 176 10150

MLR125G 1-1/4” 3 #2 AWG 50 - 1 261 10151

MLR150G 1-1/2” 3 #1/0 AWG 93 - 1 435 10152

MLR200G 2” 3 #4/0 AWG 143 - 1 656 10153

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I DIM J NUMBER OF COVER HOLES

MLR100G 8.94 2.80 2.36 1.85 6.61 0.93 1.84 2.48 3.27 7.76 2

MLR125G 11.16 3.44 2.44 1.93 7.60 1.14 2.28 3.13 3.39 9.94 2

MLR150G 13.27 3.88 3.15 2.56 9.68 1.34 2.57 3.46 4.00 11.69 2

MLR200G 17.02 4.43 3.15 2.52 13.09 1.63 3.14 4.02 4.13 15.45 2

TYPE MLR100G

New 
Product

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
MOGULS WITH COVER AND GASKET

CATALOG 
NUMBER TRADE SIZE MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC#

MT100G 1” 3 #4 AWG 31 - 1 187 10154

MT125G 1-1/4” 3 #2 AWG 50 - 1 263 10155

MT150G 1-1/2” 3 #1/0 AWG 93 - 1 447 10156

MT200G 2” 3 #4/0 AWG 143 - 1 651 10157

FOR THREADED RIGID CONDUIT AND IMC

TYPE MT100G

CATALOG 
NUMBER DIM A DIM B DIM C DIM D DIM E DIM F DIM G DIM H DIM I NUMBER OF COVER HOLES

MT100G 9.88 2.80 2.36 1.85 6.61 0.93 1.84 2.48 3.27 2

MT125G 12.64 3.44 2.44 1.93 7.60 1.14 2.28 3.13 3.39 2

MT150G 14.17 3.88 3.15 2.56 9.68 1.34 2.57 3.46 4.00 2

MT200G 18.15 4.43 3.15 2.52 13.09 1.63 3.14 4.02 4.02 2

New 
Product

APPLICATION

hh Larger body size facilitates pulling of large and 
heavy conductors. Specially designed raised 
cast covers provide additional wiring area.

hh SEPCO Moguls are used for pulling straight, 
45° or 90° angle turns and/or making taps and 
splices.

FEATURES

hh Smooth, rounded integral bushing in each hub 
protects conductor insulation.

hh Accurately taped, tapered threads for tight, rigid 
joints and ground continuity.

hh Covers have captive stainless steel screws to 
speed installation, prevent ‘freezing’ of screws.

hh Length Requirement: distance between 
centerline of each hub bushing (conduit stop) 
exceeds six times the trade diameter of the 
conduit per NEC 314.28(A)(2).

STANDARD MATERIALS

Bodies and Covers: Malleable Iron
Gaskets: Neoprene
Screws: Stainless Steel

STANDARD FINISH

Bodies and Covers: Hot-Dipped Galvanized

UL LISTED
E198259
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MALLEABLE IRON THREADED CONDUIT 
BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

C TYPE

C1 1/2” 5.375 1.313 1.375 N/A 4.50 10 50 98 43010

C2 3/4” 6.000 1.500 1.688 3 #6 AWG 7.50 10 50 118 43020

C3 1” 7.063 1.813 1.875 3 #4 AWG 12.50 5 25 170 43030

C4 1-1/4” 9.000 2.625 2.750 3 #2 AWG 32.30 — 10 309 43040

C5 1-1/2” 9.000 2.625 2.813 3 #1/0 AWAG 35.30 — 10 368 43050

C6 2” 11.500 3.125 3.313 3 #4/0 AWG 73.00 — 5 553 43060

C7 2-1/2” 15.000 4.313 3.875 3 #250 MCM 138.00 — 1 1216 43070

C8 3” 15.125 4.313 4.750 3 #250 MCM 170.00 — 1 1437 43080

C9 3-1/2” 18.125 4.875 5.625 3 #350 MCM 300.00 — 1 2210 43090

C10 4” 18.125 4.875 5.625 3 #350 MCM 328.00 — 1 2321 43100

FOR THREADED RIGID CONDUIT AND IMC

TYPE C1

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LB TYPE

LB1 1/2” 4.688 1.313 2.063 N/A 4.50 10 50 71 40011

LB2 3/4” 5.375 1.500 2.250 3 #6 AWG 7.50 10 50 97 40021

LB3 1” 6.188 1.813 2.625 3 #4 AWG 12.50 5 25 143 40031

LB4 1-1/4” 8.125 2.625 2.750 3 #2 AWG 32.30 — 10 287 40041

LB5 1-1/2” 8.125 2.625 2.813 3 #1/0 AWG 35.30 — 10 332 40051

LB6 2” 10.500 3.125 4.438 3 #4/0 AWG 73.00 — 5 534 40061

LB7 2-1/2” 13.625 4.313 5.375 3 #350 AWG 138.00 — 1 1105 40071

LB8 3” 13.875 4.313 5.875 3 #350 AWG 170.00 — 1 1160 40081

LB9 3-1/2” 16.250 5.625 6.875 3 #500 MCM 300.00 — 1 1989 40091

LB10 4” 16.625 5.625 7.188 3 #500 MCM 328.00 — 1 2100 40101

TYPE LB1

OPTIONAL FINISH

For additional corrosion protection, specify Hot 
Dipped Galvanized. Add suffix ‘G’ to Malleable 
Iron catalog number. Example LB1G. For more 
information, see page 11.

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Zinc Plated

UL LISTED
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MALLEABLE IRON THREADED CONDUIT 
BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LL TYPE

LL1 1/2” 4.688 2.063 1.375 N/A 4.50 10 50 76 41011

LL2 3/4” 5.375 2.250 1.688 3 #6 AWG 7.50 10 50 95 41021

LL3 1” 6.188 2.625 1.875 3 #4 AWG 12.50 5 25 138 41031

LL4 1-1/4” 8.125 2.750 2.750 3 #2 AWG 32.30 — 10 309 41041

LL5 1-1/2” 8.125 3.500 2.813 3 #1/0 AWAG 35.30 — 10 332 41051

LL6 2” 10.500 4.125 3.313 3 #4/0 AWG 73.00 — 5 497 41061

LL7 2-1/2” 13.625 4.688 3.875 3 #300 MCM 138.00 — 1 1105 41071

LL8 3” 13.875 5.875 4.750 3 #350 MCM 170.00 — 1 1437 41081

LL9 3-1/2” 16.250 6.125 5.625 3 #350 MCM 300.00 — 1 2321 41091

LL10 4” 16.250 6.938 5.625 3 #350 MCM 328.00 — 1 2431 41101

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LR TYPE

LR1 1/2” 4.688 2.063 1.375 N/A 4.50 10 50 71 42011

LR2 3/4” 5.375 2.250 1.688 3 #6 AWG 7.50 10 50 100 42021

LR3 1” 6.188 2.625 1.875 3 #4 AWG 12.50 5 25 157 42031

LR4 1-1/4” 8.125 2.750 2.750 3 #2 AWG 32.30 — 10 332 42041

LR5 1-1/2” 8.125 2.813 2.813 3 #1/0 AWAG 35.30 — 10 345 42051

LR6 2” 10.500 4.438 3.313 3 #4/0 AWG 73.00 — 5 626 42061

LR7 2-1/2” 13.625 5.375 3.875 3 #300 MCM 138.00 — 1 1105 42071

LR8 3” 13.875 5.875 4.750 3 #350 MCM 170.00 — 1 1437 42081

LR9 3-1/2” 16.250 6.875 5.625 3 #350 MCM 300.00 — 1 2321 42091

LR10 4” 16.625 7.188 5.625 3 #350 MCM 328.00 — 1 2500 42101

TYPE LL1

TYPE LR1

OPTIONAL FINISH

For additional corrosion protection, specify Hot 
Dipped Galvanized. Add suffix ‘G’ to Malleable 
Iron catalog number. Example LL1G. For more 
information, see page 12.

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Zinc Plated

UL LISTED
E198259
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CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

TB Type

TB1 1/2” 5.250 1.313 1.313 N/A 6 10 50 88 64011

TB2 3/4” 6.063 1.563 1.563 3 #6 AWG 9.5 10 50 120 64012

TB3 1” 7.125 1.813 1.813 3 # 4 AWG 15 5 25 197 64013

TB4 1-1/4” 9.313 2.438 3.750 3 # 2 AWG 33 - 10 343 64014

TB5 1-1/2” 9.313 2.563 3.750 3 #2 AWG 36 - 10 420 64015

TB6 2" 11.813 3.188 4.125 3 # 1/0 AWG 75 - 5 691 64016

MALLEABLE IRON THREADED CONDUIT 
BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

T TYPE

T1 1/2” 5.375 2.063 1.313 N/A 6.00 10 50 111 44011

T2 3/4” 6.000 2.250 1.500 3 #6 AWG 9.50 10 50 137 44021

T3 1” 7.063 2.625 1.813 3 #4 AWG 15.00 5 25 195 44031

T4 1-1/4” 9.000 2.750 2.625 3 #2 AWG 33.00 — 10 332 44041

T5 1-1/2” 9.000 3.500 2.625 3 #2 AWAG 36.00 — 10 368 44051

T6 2” 11.500 4.125 3.125 3 #1/0 AWG 75.00 — 5 663 44061

T7 2-1/2” 15.000 5.688 4.313 3 #4/0 AWG 138.00 — 1 1271 44071

T8 3” 15.125 5.875 4.313 3 #4/0 AWG 170.00 — 1 1547 44081

T9 3-1/2” 18.125 6.813 4.875 3 #350 MCM 300.00 — 1 2542 44091

T10 4” 18.125 7.188 4.875 3 #350 MCM 328.00 — 1 2542 44101

FOR THREADED RIGID CONDUIT AND IMC

TYPE T1

TYPE TB1

New 
Product

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Zinc Plated

OPTIONAL FINISH

For additional corrosion protection, specify Hot 
Dipped Galvanized. Add suffix ‘G’ to Malleable 
Iron catalog number. Example T1G. For more 
information, see page 13.

UL LISTED
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

C Type

C1G 1/2” 5.375 1.313 1.375 N/A 4.50 10 50 98 10158

C2G 3/4” 6.000 1.500 1.688 3 #6 AWG 7.50 10 50 118 10159

C3G 1” 7.063 1.813 1.875 3 #4 AWG 12.50 5 25 170 10160

C4G 1-1/4” 9.000 2.625 2.750 3 #2 AWG 32.30 — 10 309 10161

C5G 1-1/2” 9.000 2.625 2.813 3 #1/0 AWG 35.30 — 10 368 10162

C6G 2” 11.500 3.125 3.313 3 #4/0 AWG 73.00 — 5 553 10163

C7G 2-1/2” 15.000 4.313 3.875 3 #250 MCM 138.00 — 1 1216 10188

C8G 3” 15.125 4.313 4.750 3 #250 MCM 170.00 — 1 1437 10189

C9G 3-1/2” 18.125 4.875 5.625 3 #350 MCM 300.00 — 1 2210 10190

C10G 4” 18.125 4.875 5.625 3 #350 MCM 328.00 — 1 2321 10191

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LB Type

LB1G 1/2” 4.688 1.313 2.063 N/A 4.50 10 50 71 10164

LB2G 3/4” 5.375 1.500 2.250 3 #6 AWG 7.50 10 50 97 10165

LB3G 1” 6.188 1.813 2.625 3 #4 AWG 12.50 5 25 143 10166

LB4G 1-1/4” 8.125 2.625 2.750 3 #2 AWG 32.30 — 10 287 10167

LB5G 1-1/2” 8.125 2.625 2.813 3 #1/0 AWG 35.30 — 10 332 10168

LB6G 2” 10.500 3.125 4.438 3 #4/0 AWG 73.00 — 5 534 10169

LB7G 2-1/2” 13.625 4.313 5.375 3 #350 AWG 138.00 — 1 1105 10192

LB8G 3” 13.875 4.313 5.875 3 #350 AWG 170.00 — 1 1160 10193

LB9G 3-1/2” 16.250 5.625 6.875 3 #500 MCM 300.00 — 1 1989 10194

LB10G 4” 16.625 5.625 7.188 3 #500 MCM 328.00 — 1 2100 10195

TYPE LB1G

TYPE C1G

New 
Product

New 
Product

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 35.

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4”- 4”

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

UL LISTED
E198259
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LL Type

LL1G 1/2” 4.688 2.063 1.375 N/A 4.50 10 50 76 10170

LL2G 3/4” 5.375 2.250 1.688 3 #6 AWG 7.50 10 50 95 10171

LL3G 1” 6.188 2.625 1.875 3 #4 AWG 12.50 5 25 138 10172

LL4G 1-1/4” 8.125 2.750 2.750 3 #2 AWG 32.30 — 10 309 10173

LL5G 1-1/2” 8.125 3.500 2.813 3 #1/0 AWG 35.30 — 10 332 10174

LL6G 2” 10.500 4.125 3.313 3 #4/0 AWG 73.00 — 5 497 10175

LL7G 2-1/2” 13.625 4.688 3.875 3 #300 MCM 138.00 — 1 1105 10196

LL8G 3” 13.875 5.875 4.750 3 #350 MCM 170.00 — 1 1437 10197

LL9G 3-1/2” 16.250 6.125 5.625 3 #350 MCM 300.00 — 1 2321 10198

LL10G 4” 16.250 6.938 5.625 3 #350 MCM 328.00 — 1 2431 10199

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LR Type

LR1G 1/2” 4.688 2.063 1.375 N/A 4.50 10 50 71 10176

LR2G 3/4” 5.375 2.250 1.688 3 #6 AWG 7.50 10 50 100 10177

LR3G 1” 6.188 2.625 1.875 3 #4 AWG 12.50 5 25 157 10178

LR4G 1-1/4” 8.125 2.750 2.750 3 #2 AWG 32.30 — 10 332 10179

LR5G 1-1/2” 8.125 2.813 2.813 3 #1/0 AWG 35.30 — 10 345 10180

LR6G 2” 10.500 4.438 3.313 3 #4/0 AWG 73.00 — 5 626 10181

LR7G 2-1/2” 13.625 5.375 3.875 3 #300 MCM 138.00 — 1 1105 10200

LR8G 3” 13.875 5.875 4.750 3 #350 MCM 170.00 — 1 1437 10201

LR9G 3-1/2” 16.250 6.875 5.625 3 #350 MCM 300.00 — 1 2321 10202

LR10G 4” 16.625 7.188 5.625 3 #350 MCM 328.00 — 1 2500 10203

TYPE LL1G

TYPE LR1G

New 
Product

New 
Product

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 36.

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4”- 4”

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

UL LISTED
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MALLEABLE IRON/HOT DIPPED GALVANIZED 
THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

T Type

T1G 1/2” 5.375 2.063 1.313 N/A 6.00 10 50 111 10182

T2G 3/4” 6.000 2.250 1.500 3 #6 AWG 9.50 10 50 137 10183

T3G 1” 7.063 2.625 1.813 3 #4 AWG 15.00 5 25 195 10184

T4G 1-1/4” 9.000 2.750 2.625 3 #2 AWG 33.00 — 10 332 10185

T5G 1-1/2” 9.000 3.500 2.625 3 #1/0 AWG 36.00 — 10 368 10186

T6G 2” 11.500 4.125 3.125 3 #1/0 AWG 75.00 — 5 663 10187

T7G 2-1/2” 15.000 5.688 4.313 3 #4/0 AWG 138.00 — 1 1271 10204

T8G 3” 15.125 5.875 4.313 3 #4/0 AWG 170.00 — 1 1547 10205

T9G 3-1/2” 18.125 6.813 4.875 3 #350 MCM 300.00 — 1 2542 10206

T10G 4” 18.125 7.188 4.875 3 #350 MCM 328.00 — 1 2542 10207

FOR THREADED RIGID CONDUIT AND IMC

TYPE T1G

New 
ProductAPPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC.

FEATURES

hh Exclusive built-in rollers facilitate cable pulling 
from sizes 1 1/4”- 4”

hh Tapered threaded hubs (NPT)

hh Flat back design for easy mounting close to 
walls

hh Suitable for use in concrete

STANDARD MATERIALS

Malleable Iron

STANDARD FINISH

Hot Dipped Galvanized/Zinc Plated

OPTIONAL FINISH

For Malleable Iron / Zinc Plated, please remove 
suffix ‘G’ from Hot Dipped Galvanized Catalog 
Number and see page 37.

UL LISTED
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FORM 7 CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

C Type

C17F7 1/2” 5.31 1.40 1.35 N/A 3.80 10 50 84 10480

C27F7 3/4” 6.16 1.65 1.65 3 #6 AWG 5.80 5 50 131 10481

C37F7 1” 7.30 1.79 1.79 3 # 4 AWG 9.00 5 25 191 10482

C47F7 1-1/4” 7.43 2.20 2.20 3 # 2 AWG 17.80 1 10 276 10483

C57F7 1-1/2” 8.16 2.45 2.45 3 #2 AWG 24.00 1 10 336 10484

C67F7 2" 9.13 3.01 3.01 3 # 1/0 AWG 45.00 1 5 519 10485

C77F7 2-1/2” 12.36 4.25 4.25 3 #2/0 MCM 95.80 - 1 1068 10486

C87F7 3” 12.36 4.25 4.25 3 #2/0 MCM 119.00 - 1 1311 10487

C97F7 3-1/2” 14.49 5.31 5.31 3 #250 MCM 208.00 - 1 1764 10488

C107F7 4” 14.49 5.31 5.31 3 #250 MCM 231.00 - 1 1882 10489

FOR THREADED RIGID CONDUIT AND IMC

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LB Type

LB17F7 1/2” 4.49 2.22 1.35 N/A 3.80 10 50 86 10450

LB27F7 3/4” 5.22 2.49 1.65 3 #6 AWG 5.80 5 50 134 10451

LB37F7 1” 6.17 2.85 1.79 3 # 4 AWG 9.00 5 25 188 10452

LB47F7 1-1/4” 6.50 3.24 2.20 3 # 2 AWG 17.80 1 10 279 10453

LB57F7 1-1/2” 7.09 3.54 2.45 3 #2 AWG 24.50 1 10 350 10454

LB67F7 2" 8.11 4.13 3.01 3 # 1/0 AWG 45.00 1 5 542 10455

LB77F7 2-1/2” 10.71 5.26 4.25 3 #2/0 MCM 95.80 - 1 1101 10456

LB87F7 3” 10.71 6.02 4.25 3 #2/0 MCM 119.00 - 1 1323 10457

LB97F7 3-1/2” 12.76 6.59 5.31 3 #250 MCM 208.00 - 1 1808 10458

LB107F7 4” 12.76 7.10 5.31 3 #250 MCM 231.00 - 1 1933 10459

TYPE LB27F7

TYPE C27F7

New 
Product

New 
Product

APPLICATION

To provide access to conductors for pulling, 
splicing, maintenance and future changes / 
upgrades. Allows connection of straight conduit 
runs, branch conduit runs and 90° bends

FEATURES

hh Time saving Clip-On covers in steel or gray iron

hh Tapered threads hubs (NPT)

hh Flat back designs for greater wiring capacity and 
surface mounting

hh Complete interchangeability with other 
manufacturers Form 7 conduit bodies

hh Internal volume and maximum wire clearly 
marked on castings

STANDARD MATERIALS

Gray Iron

STANDARD FINISH

Zinc Plated

UL LISTED
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CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LR Type

LR17F7 1/2” 4.49 1.40 1.45 N/A 3.80 10 50 85 10470

LR27F7 3/4” 5.22 1.65 2.49 3 #6 AWG 5.80 5 50 130 10471

LR37F7 1” 6.17 1.79 2.76 3 # 4 AWG 9.00 5 25 185 10472

LR47F7 1-1/4” 6.50 2.20 3.13 3 # 2 AWG 17.80 1 10 260 10473

LR57F7 1-1/2” 7.09 2.45 3.39 3 #2 AWG 24.00 1 10 335 10474

LR67F7 2" 8.11 3.01 4.02 3 # 1/0 AWG 45.00 1 5 516 10475

LR77F7 2-1/2” 10.71 4.25 5.85 3 #250 MCM 95.80 - 1 970 10476

LR87F7 3” 10.71 4.25 5.85 3 #250 MCM 119.00 - 1 1146 10477

LR97F7 3-1/2” 12.76 5.31 6.98 3 #350 MCM 208.00 - 1 1764 10478

LR107F7 4” 12.76 5.31 6.98 3 #350 MCM 231.00 - 1 1848 10479

TYPE LR27F7

FORM 7 CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LL Type

LL17F7 1/2” 4.49 1.40 1.45 N/A 3.80 10 50 85 10460

LL27F7 3/4” 5.22 1.65 2.49 3 #6 AWG 5.80 5 50 130 10461

LL37F7 1” 6.17 1.79 2.76 3 # 4 AWG 9.00 5 25 190 10462

LL47F7 1-1/4” 6.50 2.20 3.13 3 # 2 AWG 17.80 1 10 260 10463

LL57F7 1-1/2” 7.09 2.45 3.39 3 #2 AWG 24.50 1 10 326 10464

LL67F7 2" 8.11 3.01 4.02 3 # 1/0 AWG 45.00 1 5 513 10465

LL77F7 2-1/2” 10.71 4.25 5.85 3 #250 MCM 95.80 - 1 970 10466

LL87F7 3” 10.71 4.25 5.85 3 #250 MCM 119.00 - 1 1146 10467

LL97F7 3-1/2” 12.76 5.31 6.98 3 #350 MCM 208.00 - 1 1631 10468

LL107F7 4” 12.76 5.31 6.98 3 #350 MCM 231.00 - 1 1848 10469

FOR THREADED RIGID CONDUIT AND IMC

TYPE LL27F7

New 
Product

New 
Product

APPLICATION

To provide access to conductors for pulling, 
splicing, maintenance and future changes / 
upgrades. Allows connection of straight conduit 
runs, branch conduit runs and 90° bends

FEATURES

hh Time saving Clip-On covers in steel or gray iron

hh Tapered threads hubs (NPT)

hh Flat back designs for greater wiring capacity and 
surface mounting

hh Complete interchangeability with other 
manufacturers Form 7 conduit bodies

hh Internal volume and maximum wire clearly 
marked on castings

STANDARD MATERIALS

Gray Iron 

STANDARD FINISH

Zinc Plated

UL LISTED
E198259



R
IG

ID
-I

M
C

 F
IT

TI
N

G
S

43
Ph: 718.259.6100 / 800.626.1223   Fax: 718.331.1874
www.sepco-usa.com

FORM 7 CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

T Type

T17F7 1/2” 5.31 1.77 2.48 N/A 3.80 5 50 109 10490

T27F7 3/4” 6.16 2.01 2.72 3 #6 AWG 5.80 5 50 177 10491

T37F7 1” 7.30 2.28 3.00 3 # 4 AWG 9.00 5 25 242 10492

T47F7 1-1/4” 7.43 2.31 3.13 3 # 2 AWG 17.80 1 10 309 10493

T57F7 1-1/2” 8.16 2.60 3.39 3 #2 AWG 24.00 1 10 384 10494

T67F7 2" 9.13 3.13 4.02 3 # 1/0 AWG 45.00 1 5 586 10495

T77F7 2-1/2” 12.36 3.66 5.85 3 #2/0 MCM 95.80 - 1 1058 10496

T87F7 3” 12.36 4.45 5.85 3 #3/0 MCM 119.00 - 1 1477 10497

T97F7 3-1/2” 14.49 4.92 6.98 3 #250 MCM 208.00 - 1 1940 10498

T107F7 4” 14.49 4.92 6.98 3 #250 MCM 231.00 - 1 2116 10499

FOR THREADED RIGID CONDUIT AND IMC

TYPE T27F7

New 
ProductAPPLICATION

To provide access to conductors for pulling, 
splicing, maintenance and future changes / 
upgrades. Allows connection of straight conduit 
runs, branch conduit runs and 90° bends

FEATURES

hh Time saving Clip-On covers in steel or gray iron

hh Tapered threads hubs (NPT)

hh Flat back designs for greater wiring capacity and 
surface mounting

hh Complete interchangeability with other 
manufacturers Form 7 conduit bodies

hh Internal volume and maximum wire clearly 
marked on castings

STANDARD MATERIALS

Gray Iron

STANDARD FINISH

Zinc Plated

UL LISTED
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ALUMINUM THREADED CONDUIT BODIES

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

C Type

C1A 1/2” 4.69 1.38 1.31 N/A 4.35 10 50 21 43015

C2A 3/4” 5.50 1.56 1.63 3 #6 AWG 7.30 10 50 33 43025

C3A 1” 6.48 1.88 1.88 3 #4 AWG 12.20 5 25 46 43035

C4A 1-1/4” 8.31 2.50 2.50 3 #2 AWG 33.50 - 10 82 43045

C5A 1-1/2” 8.38 2.50 2.50 3 #1/0 AWAG 33.50 - 10 85 43055

C6A 2” 10.31 3.38 3.38 3 #4/0 AWG 69.50 - 5 188 43065

C7A 2-1/2” 13.12 4.50 4.00 3 #250 MCM 69.50 - 1 325 43075

C8A 3” 13.19 4.56 4.56 3 #250 MCM 188.00 - 1 399 43085

C9A 3-1/2” 16.12 5.69 5.63 3 #300 MCM 307.00 - 1 975 43095

C10A 4” 16.12 5.69 5.63 3 #300 MCM 309.00 - 1 875 43105

FOR THREADED RIGID CONDUIT AND IMC

TYPE C1A

CATALOG 
NUMBER TRADE SIZE DIM A DIM B DIM C MAX WIRE SIZE VOL. CU.IN. UNIT 

PACK
MASTER 

PACK LBS. / 100 PCS. UPC #

LB Type

LB1A 1/2” 4.31 1.31 2.19 N/A 4.35 10 50 24 40015

LB2A 3/4” 5.06 1.56 2.44 3 #6 AWG 7.25 10 50 37 40025

LB3A 1” 5.87 1.75 2.75 3 #4 AWG 12.20 5 25 46 40035

LB4A 1-1/4” 7.81 2.50 3.44 3 #2 AWG 32.30 - 10 98 40045

LB5A 1-1/2” 7.81 2.50 3.44 3 #2 AWG 33.80 - 10 91 40055

LB6A 2” 10.06 3.12 4.31 3 #4/0 AWG 71.20 - 5 222 40065

LB7A 2-1/2” 12.81 4.50 5.31 3 #4/0 AWG 71.20 - 1 366 40075

LB8A 3” 12.81 4.50 5.94 3 #4/0 AWG 183.50 - 1 430 40085

LB9A 3-1/2” 15.62 5.56 7.06 3 #400 MCM 304.90 - 1 937 40095

LB10A 4” 15.62 5.56 7.06 3 #400 MCM 308.00 - 1 851 40106

TYPE LB1A

APPLICATION

To provide access to conductors for pulling, 
splicing, and maintenance. Threaded for rigid 
conduit and IMC

FEATURES

hh Tapered threaded hubs (NPT)

hh Raintight when used with gasketed covers

hh Die cast from high-strength, corrosion and 
weather resistant, copper-free aluminum allo